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Description Danfoss Icon™ wireless thermostat offers the free-
dom to place your thermostat without the cons-
traints of wires in the wall. The thermostats mini-
malistic design makes them fade away and blend 
into the surroundings when the display is not ac-
tive.

The Danfoss Icon™ wireless thermostats offer 
the following features:
•	 Touch user interface
•	 Infrared floor sensor (only on IR version)
•	 UV resistant plastic to reduce yellowing over time
•	 Temperature limiting (between 5 °C and 35 °C)
•	 Possibility to deselect cooling for specific room
•	 Dual heat emitter (e.g. radiator and floor heating 

in same room)

Ordering Product Code number

Danfoss Icon™ Room Thermostat, Wireless Display On-wall 088U1081

Danfoss Icon™ Room Thermostat, Wireless Infrared On-wall 088U1082
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Danfoss Icon™ Wireless Room Thermostat 

Tecnical data Purpose of control Room thermostat for room temperature control

Ambient temperature range, continious use 0 °C to +40 °C

Frequency 868,4-869,85 MHz

Transmission power < 2,5 mW

Encapsulation (IP Class) IP 21

Supply voltage 2 x 1,5 V AA-Alkaline batteries

Conformity declared acc. to following directives RED, RoHS, WEEE

Protection class Class III

Type Electronic thermostat with touch user interface

User interface Capacitive touch and shine through display

Display type Hybrid: red single LED’s and custom segment

Display features Switches OFF after 10 sec. with no interaction

Ambient temperature, storage -20 °C to +65 °C

Controller, type Adjustable Pulse Width Modulation

Shell material White parts: PC ASA
Grey parts: PC, 10% glass

ErP class  (2%)

Approval CE, RohS, WEEE

Colour White RAL9010 / Dark Grey RAL7024

Battery lifetime 2 years

Transmission range Up to 30 m
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Wake up the thermostat
Touch the screen - the actual room temperature is displayed (fig. A).
The Heating icon  is displayed if the heat is on, and the Cooling icon  is dis-
played if the cooling is on. The screen turns off after 10 seconds.

Set the temperature
Wake up the thermostat. Touch  or  to set the temperature (temperature 
flashes to indicate setting in progress). Touch  to confirm the new setting.

Open the Settings menu
Wake up the thermostat. Touch and hold  to open the menu (fig. B).
Toggle the menu with  or , confirm with . Touch  to go backwards in the 
menu.

Menus

 : Temperature limitation, i.e. allowed setting range for room temperature.

 : Product ID - your product can be identified with this code.

 : Perform Link Test, if the thermostat has been moved. Check the signal, a 
result of 80 % or more equals ”strong connection”.

 : Set min. and max. temperature of the floor surface (the menu is only 
displayed, if your thermostat has a floor sensor).

Note! Menus 4, 6 and 7 are only available to the installer.

Exchanging batteries
When the batteries are almost empty, the thermostat will display “BAT LO” when 
activated.
To exchange the batteries, release the thermostat from the wall plate by sliding it 
upwards, and replace the batteries with two quality AA 1.5V batteries (fig. C).
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Einschalten des Thermostats
Berühren Sie den Bildschirm – es wird die tatsächliche Raumtemperatur angezeigt 
(Abb. A).
Das Heizungssymbol  wird angezeigt, wenn die Heizung läuft, und das Küh-
lungssymbol 


